


No.7.2  

passive speaker

3-way speaker, bass ref lex

1 x 0.3“ CORONA plasmatweeter

2 x 6“ papyrus coated

2 x 10“ a luminium

200 Hz / 2.5 kHz

4 Ω (min. 3.2 Ω)

89 dB

19 Hz - 150 kHz

68.9“ x 12.6“ x 23.6“

160 kg (353 lbs.)

No.5.2  

passive speaker

3-way speaker, bass ref lex

1 x 0.3“ CORONA plasmatweeter

1 x 6“ papyrus coated

1 x 10“ a luminium

200 Hz / 2.5 kHz

8 Ω (min. 5.6 Ω)

86 dB

21 Hz - 150 kHz

49.5“ x 11.8“ x 18.9“ 

82 kg (180 lbs.)

passive series

S p e c i f i k a t i o n

Descr ip t ion

Design

Tweeter

Midrange

Woofer

Crossover Frequencies

Impedance (nominal)

Sensiv i ty (1W/1m)

Frequency range (±3dB)

Dimension

Weight

No.3.1  

passive speaker

2½-way speaker, bass ref lex

1 x 0.3“ CORONA plasmatweeter

1 x 8“ papyrus coated

1 x 9“ polyester 

80 Hz / 2.5 kHz

8 Ω (min. 5.6 Ω)

92 dB

30 Hz - 150 kHz

49.5“ x 11.8“ x 18.9“ 

51 kg (112 lbs.)



horn series semi active series

No.8.2 

semiact ive speaker

2½-way speaker, bass ref lex

1 x 0.3“ CORONA plasmatweeter

4 x 8“ papyrus

2 x 18“ paper coated (act ive)

2.5 kHz

8 Ω (min. 6.2 Ω)

94 dB

15 Hz - 150 kHz

78.7“ x 15.0“ (20.5“) x 29.1“ 

400 kg (882 lbs.)

2 x 1200 Watt (bass ampl i f ier)

No.4.2

semiact ive speaker

3-way speaker, bass ref lex

1 x 0.3“ CORONA plasmatweeter

1 x 8“ paper coaded

2 x 10“ a luminium (act ive)

2.5 kHz

8 Ω (min. 6.2 Ω)

95 dB

15 Hz - 150 kHz

44.1“ x 11.4“ x 20.0“ 

85 kg (187 lbs.)

1 x 1200 Watt (bass ampl i f ier)

S p e c i f i k a t i o n

Descr ip t ion

Design

Tweeter

Midrange

Woofer

Crossover Frequencies

Impedance (nominal)

Sensiv i ty (1W/1m)

Frequency range (±3dB)

Dimension

Weight

CUBUS MK.2  

passive speaker

3-way speaker, bass ref lex

1 x 0.3“ CORONA plasmatweeter

1 x 19.7“ a luminium, 2 in. HF

1 x 18“ paper coaded

300 Hz / 2.5 kHz

8 Ω (min. 5.6 Ω)

95 dB

25 Hz - 150 kHz

55.1“ x 22.4“ (13.4“) x 25.6“ 

130 kg (287 lbs.)
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CORONA plasma tweeter

The propr ie tary CORONA plasma tweeter , avai lab le only f rom 

us, forms the centerp iece of our loudspeaker systems.

Every one of our speaker models features th is except ional 

tweeter , which is largely responsib le for our excel lent reputa-

t ion among profess ional sound studios and high-end audiophi-

les al ike. You, too, can enjoy the near-magical prec is ion and 

c lar i ty of th is tweeter .

This system conta ins no induct ive voice coi l ,  no inhomogene-

ous magnet ic f ie ld, no resonance-bound membrane, no mass-

spr ing system vibrat ing back and for th, and no non-l inear 

suspension. Al l there is , in fact , is l ight and ai r .

The fasc inat ion of the CORONA plasma tweeter l ies in the 

hard-to-descr ibe l ightness of t reble reproduct ion, l inked wi th 

an absolute ly insane precis ion and speed, wi thout having to 

accept even a hint of hardness. 

The absence of any system-generated resonance in the whole 

t ransferred f requency range of 1.5kHz – 150kHz is remarkable!

No other system is capable of achiev ing th is , regard less of 

the pr inc ip le used. The plasma tweeter ’s mode of operat ion 

is responsib le for th is in that the sound is not sent out v ia 

a membrane consis t ing of a f ixed mater ia l , but rather by the 

sound-t ransferr ing medium; the ai r i tse l f . 

An 8mm long arc is set up between an extremely smal l curved 

annulus in the middle of the combust ion chamber and a high 

vol tage outer e lect rode placed outs ide the tweeter ’s combus-

t ion chamber.

Thus the CORONA plasma tweeter stands apar t in a l l  sor ts of 

ways f rom ordinary conver ter processes. With th is tweeter we 

of fer the quickest and best t reble system in the wor ld by far .
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